
Ideal balance between BTU and CFM for
maximum efficiency and fast dry times

Allows operator or service technician to
to instantly diagnose problems

Detects broken belts

Magnetic door switch that stops the dryer
  when the door opens
Instantly shuts off dryer
Automatically shuts dryer down when lint
door is open
Additional safety for operator
Additional safety for operator

No-snag, no-sag basket.  Construction
 similar to washer extractor basket

Standard (Reversing optional)

Nylon self-cleaning lint screen with snaps
that make it easily removable

Increased efficiency / long burner life

Painted inside and out to prevent chipping
  and rusting

FEATURE BENEFITS

Simple Microprocessor
with diagnostics (DMP)

Feature

1) 5 preset programs

2) On/Off Reversing button

3) Anti-wrinkle safety
tumble

4) Temperature display

5) End of cycle buzzer
6) Extra contacts standard

7) Basket RPM display

8) Lint door monitor

9) Automatic diagnostic
display

Benefit

Dryer can be installed and will work without
programming.
Simply push button to activate or deactivate
reversing action.
If door is not open at end of cycle dryer will
tumble to remove any excess heat and at the
same time prevent unnecessary wrinkling.
Simply push temperature button and hold and it
will display the current basket temperature.
Alerts operator that the cycle is finished.
Allows a strobe light to be added for the
hearing impaired.  Meets Veteran Hospital
specifications.
Simply push and hold the start button and it
displays RPM’s of basket.
Alerts operator to clean the lint filter.

A) dor Indicates the loading door is in the open
position

B) Ldr Indicates lint door switch is in the open
position

C) cln Indicates lint filter needs to be cleaned
D) FSS Indicates a failure of the sail switch
E) -S- Indicates safety tumble mode
F) End End of Cycle
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CFM - 450 -  62,500 BTU
Steam -  2.3 BHP
Electric - 15 kW

Diagnostics - Optional

Safest Dryer Available
Rotational Sensor - Optional
Standard on OPL with DMP
Reed Switch - Exclusive

Emergency Stop Button - Exclusive
Lint Door Switch - Exclusive

24V Controls with Ignition System
Extended Sides/Enclosed Back

Full 20 lb. Capacity Extruded Basket

Belt Driven

Lint Screen

Stainless Steel Burners - Standard

Electrostatically Applied Powder  Paint
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Classified Material

This drawing or diskette is submitted to you with the confidence that it will be used
only for your information and application engineering studies and shall not be used
in any manner detrimental to the interests of Cissell Manufacturing co.

Clearance: Top: 18” Recommended. 0” permitted for first 4”along
front of machine.  Back: 0” permitted.  36” recommended - Side: 0”
permitted.

ALL DIMENSIONS ARE +/- 1/4” (+/- 6.4 mm) AND ARE
SUBJECT TO CHANGE WITHOUT NOTICE
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